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Long service life

Constant fl ow volume

Condensate-proof

Independent of the direction
of rotation

Suitable for new installation or 
retrofi t

VAPOUR RECOVERY PUMPS
MEX

Dürr Technik – advantages 
that make all the difference

Series MEX
All MEX vapour recovery pumps stand out by providing 
highest reliability and safe application.

A patented pre-chamber with drainage system guarantees 
insensitivity to condensate and liquids. A self-adjusting piston 
seal provides a constant volume � ow over the pump‘s entire 
lifetime. Variable mounting positions, adjusted motor speeds 
and temperature ranges from -40 up to +60°C pave the way 
for the � exible use of our pumps all over the world.

Belt drive MEX 0831
Small and robust vapour recovery pump with belt drive.

Direct drive MEX 0544
Direct drive with one or two cylinders. A special coupling allows 
the pump head to be easily dismounted from the motor and 
exchanged.

MEX Boxer 0685
Especially suitable for retro� t installations as this pump is small 
and has a space-saving design. Extremely low level of vibra-
tion. Simple, variable mounting – horizontally or vertically –  
with two suction connections per active nozzle and only one 
pressure connection to the underground tank.

Belt drive 
MEX 0831

Direct drive
1-cylinder

 MEX 0544-1

Direct drive
2-cylinder

 MEX 0544-2

MEX Boxer
 0685

Direct drive
1-cylinder

 MEX 0544-1

Direct drive
2-cylinder

 MEX 0544-2
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Belt drive
MEX 0831

Direct drive
1-cylinder

 MEX 0544-1

Direct drive
2-cylinder

MEX 0544-2

Type Flow volume

V (l/min)

End pressure

(mbar)

Recommended
motor power

(W)

Max. permissible
speed of rotation

(1/min)

Dimensions
LxWxH

(mm)

0831-11/600 44 ~150 150 (200) 2300 148x88x188

Technical data BELT DRIVE MEX 0831

Type Flow 
volume

V (l/min)

End pres-
sure

(mbar)

Relay

(V)

Motor ratings Dimensions
LxWxH

(mm)

Wattage
rating

P1 (W)

Rated 
current

(A)

Nominal
voltage

(V)

Frequency

(Hz)

3~motor 50 Hz

0544 1000K 53 ~150 24 DC 285-312 0,75 380-415 50 310x152x201

0544 1100K 53 ~150 without 285-312 0,75 380-415 50 310x152x201

0544 1700K 53 ~150 220-240AC 285-312 0,75 380-415 50 310x152x201

1~motor 50 Hz

0544 1200K 53 ~150 24 DC 440-480 2,20 200-240 50 365x152x201

0544 1250K 53 ~150 220-240AC 310 1,35 230 50 315x152x201

0544 1300K 53 ~150 without 440-480 2,20 200-240 50 365x152x201

1~motor 60 Hz

0544 1400K 38 ~150 24 DC 200-230 1,80 110-127 60 365x152x201

0544 1500K 38 ~150 without 200-230 1,80 110-127 60 365x152x201

0544 1800K 38 ~150 without 250 1,15 220 60 365x152x201

Technical data DIRECT DRIVE 1-CYLINDER MEX 0544-1

Technical data DIRECT DRIVE 2-CYLINDER MEX 0544-2

MEX Boxer
 0685

Technical data MEX Boxer 0685

Accessories: pulley (94 mm effective diameter), replacement pumps and motors on request.

Remarks:

V = fl ow volume at counter pressure pe = 150 mbar and a suction pressure pabs = 900 mbar

Pumping medium: air

Noise level: <70 dB(A)

pabs = absolute pressure

Type Flow
 volume

V (l/min)

End 
pressure

(mbar)

Relay

(V)

Motor ratings Dimensions
LxWxH

(mm)

Wattage
rating

P1 (W)

Rated 
current

(A)

Nominal
voltage

(V)

Frequency

(Hz)

3~motor 50 Hz

0544 2000K 53 ~150 24 DC 340-375 0,90 380-415 50 432x152x201

0544 2100K 53 ~150 without 340-375 0,90 380-415 50 432x152x201

0544 2700K 53 ~150 220-240AC 340-375 0,90 380-415 50 432x152x201

1~motor 50 Hz

0544 2200K 53 ~150 24 DC 660-720 3,00 220-240 50 487x152x201

0544 2250K 53 ~150 230 AC 690 3,00 230 50 487x152x201

0544 2300K 53 ~150 without  660-720 3,00 220-240 50 487x152x201

1~motor 60 Hz

0544 2400K 53 ~150 24 DC 320-370 2,90 110-127 60 487x152x201

0544 2500K 38 ~150 without 320-370 2,90 110-127 60 487x152x201

0544 2800K 38 ~150 without 330 1,50 220 60 487x152x201

3~motor 60 Hz

0544 2850K 38 ~150 24 DC 260-280 1,20 220-230 60 432x152x201

Remarks:

V = fl ow volume at counter pressure pe = 150 mbar and a suction pressure pabs = 900 mbar

Pumping medium: air

Noise level: <70 dB(A)

pabs = absolute pressure

Remarks:

V = fl ow volume at counter pressure pe = 150 mbar and a suction pressure pabs = 900 mbar

Pumping medium: air

Noise level: <70 dB(A)

pabs = absolute pressure

Type Flow
 volume

V (l/min)

End 
pressure

(mbar)

Relay

(V)

Motor ratings Dimensions
LxWxH

(mm)

Wattage
rating

P1 (W)

Rated 
current

(A)

Nominal
voltage

(V)

Frequency

(Hz)

3~motor 50 Hz

0685 1000 2x45* ~150 24 DC 320 0,8 400 50 378x230x192

Remarks:

*V = fl ow volume per pump at counter pressure pe = 50 mbar and a suction pressure pabs = 850 mbar

Pumping medium: air

Noise level: <70 dB(A)

pabs = absolute pressure

Direct drive
2-cylinder

MEX 0544-2

Belt drive

Direct drive

1-cylinder

Easy exchange of 
pump head by a 
special coupling

Direct drive

2-cylinder

Easy exchange of 
pump head by a 
special coupling

Very silent operation

Extremely long
running times

Compact design

Easy exchange of 
pump head by a 
special coupling
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Quality you can rely on
From support to development and production to 
service  –  quality is one essential element of all 
our business fi elds.

Our employees have a high awareness of quality and receive 
export training and further education.

Our products and processes are constantly tested in a cont-
inuous improvement process. All processes are documented 
and certi� ed by independent certi� cation institutes at regular 
intervals.

You as a customer bene� t from this systematic monitoring of 
all operation processes – by obtaining quality products of the 
highest standard.

Quality
Made in 
Germany

Dürr Technik

CERTIFICATES

K T AKTA
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Dürr Technik USA, Inc.
1295 Walt Whitman Road,
USA-NY 11747-3062 Melville
Tel. +1 516-214-56 59
Fax +1 516-433-76 84
offi ce@durrtechnikusa.com
www.durrtechnikusa.com

Dürr Technik UK Ltd.
Unit 13 The Industrial Quarter
Bath Business Park
Foxcote Avenue
Peasedown St. John
UK-Bath BA2 8SF
Tel. +44 (0) 1761-42 29 44
Fax +44 (0) 1761-42 08 95
offi ce@durrtechnik.co.uk
www.durrtechnik.co.uk

Dürr Technik GmbH & Co. KG
Pleidelsheimer Straße 30
74321 Bietigheim-Bissingen
Tel. +49 (0) 7142-90 22-0
Fax +49 (0) 7142-90 22-99
offi ce@duerr-technik.de
www.duerr-technik.com

Germany USA United Kingdom
Headquarters and production site

Sales offi ce and production site

Sales representative

Partner company

In operation throughout the world
Also in your vicinity.

Dürr Technik, as your competent partner, is represented all over 
the world. Please see detailed data with reference to your local 
contact partner on our website:

http://www.duerr-technik.com

There you can also � nd further information regarding our products 
as well as up-to-date technical details and innovations from our 
company.     
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China

WORLD-WIDE

Durr Technik (Shanghai) Co., Ltd.
Room 416 & 418, Building A, No. 59, 
Xude Rd, Xujing Town, Qingpu District
201700 Shanghai, China
Tel. +86 (0)21 6921 8321
Fax +86 (0)21 6921 8322 
office@durrtechnik.com.cn
www.durrtechnik.com.cn
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